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SIGN MOUNTING BAR

All Holes 11mm

fe—460—t=—460—

6mm x 50mm x 1020mm Galvanized Bar

50mm Aluminum Post Clamps
By Vulcan Stgns and Stampings, Inc.
or Approved Equal

Pipe Bracket ’F’\f H

Bracket Assembly ‘H’
(2 Sign Mounting Bars
Required Per Sign)

VIEW B-B

1lmm Dia. Hole
for 10mm bolts

Field drill 11mm dia. holes. Locate
top hole 75mm below and perpendicular R
to existing stop sign mounting bolt. -
Bottom hole will be 460mm below top

hole as shown.

50mm Dia. Galvanized Steel Pipe

Existing Extsting Stop Sign Mounting Bolt
Stop Sign\ :
I

Aluminum i 4'/
Self-Locking
Nut

Aluminum Washer

SECTION A-A

Attach R6-1A & RE-1C sign even with top of pipe
using approved pipe post clamps. Mount sign
perpendicular to approaching traffic.

50mm D Galvanized Steel Pipe
(See Section A-A for Detatl
of Attaching Pipe to Post).
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(See Also Pipe Detail)
P [/ — 10mm Dia. Hex Head Aluminum balt

Length: 175mm

Aluminum Washer

Il
w \ \ Sign Mounting Bar for R5-1
R5-1 Sign ~——I(See View B-B)

NOTE:

The necessary mounting bolts, washers, nuts, and
set screws will be included in the bid price for the

brackets.

All dimensions are given in milltmeters unless noted.
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